
 1 

 
 

MP9912M 
Monitor Panel 

                                                                       
   
 
 
 
 
 

 
 
 
 
 
 

      
 

 

 

OWNER’S MANUAL        
 

Before operating, please read this manual completely. 
 
 
 
FEATURES 
 
l 10CH inputs. 
l Volume control. 
l A display screen is provided for the quick and easy visual monitoring of input 

level. 
l Build in monitor speaker. 
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FRONT PANEL 
    

  
 
 

 

 

 

1 Power switch(1 is power on and the “power LED” is on )       

2 Power indicator   3 Monitor Speaker   4 Display screen 

5 Left shift key    6 Right shift key    7 Volume control 
 

REAR PANEL  
                                                                       3  

                            
 

    
 
                                                                   

  

     1                                 2 

 
1 1CH-10CH input terminals 2 AC power cord 3 AC fuse. 
 

CONNECTIONS 

 
 
 
 
 
 
 
 
 

     1  2        3                 4          5  6    7 

FROM AMP.OF  

P.A.SYSTEM 
Matrix MP9913D  

To indirect speaks 
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OPERATION 
1. Make connections as shown above then turn on the power. 
2. Select channel which you want to monitor with Right shift key or Left shift key. 

Speaker on the front panel will sound with a red LED lit. 
3. Control the volume with Volume controller on front panel. The level of every 

channel doesn’t regard the volume.   
 
SPECIFICATIONS 
 

Channels 10, switchable 

Inputs 70-100V , 10kΩ 

Output 65dB, SPL, Variable 

Frequency response 100Hz-15kHz 

Signal to noise ratio 80dB 

Speaker Build in 

Protection AC fuse 

Power Requirement AC220-240V/50-60Hz 

Dimensions 485×88×375mm 

Gross weight 6.5kg 

Net weight 5.2kg 

Specifications are subject to be changed without notice. 

 

 

 

 

 

 

 

 

 

CAUTION 
●  When the “Power switcher” is off, please pull out the power cord from the socket. 
    Please keep the equipment out of water. 
●  To reduce the risk of electric shock, do not remove the cover. 
●   No user parts inside. Refer servicing to qualified service personnel. 

                                              DSPPA Acoustic Technology Co., Ltd. 
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MP9912M 
监听面板  

 
   

   
 
 
 
 
 
 

      
 

 
 
 
 
 
使用说明 

 
欢迎惠顾。您对本产品之选用显示了您的专业眼光。使用前请详细阅读本说明书。 
 
 
 
 

性能特点 

l 10个通道供任意选通监听。 
l 监听音量可调。 
l 10个通道的电平前面显示，一目了然。 
l 内置监听扬声器，使用极其方便。 
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此页留空供用户记事。 
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前面板 
 
    
  
 
 

 

 

 

1 电源开关（按下 1为电源接通状态且电源指示灯亮） 

2  电源指示灯    3  监听扬声器             4  电平显示屏 

 5  通道左选择键    6  通道右选择键           7  音量调节 

 

后面板                                     
                                                                   
 
    
 
                                                                   

 
                                     1                                  2 

    

1  1CH-10通道输入端子          2  交流电源线              3  交流保险丝 

 

 

连接方法 

 
 
 
 
 
     
   

 

 

     1  2        3                 4          5  6    7 

3 

 
分区扬声器 
          分区器 MP9913D 

    分区扬声器 
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使用方法 

1. 接好系统连线，接通电源。 

2. 用监听通道选择“左移键”或“右移键”选择所欲监听的通道，扬声器就可播放该通道

的声音，而且显示屏下边有一红灯亮表示该通道被选通。 

3. 显示屏电平表显示各通道的电平。 

4. 监听音量可由音量旋钮调节。该旋钮只影响监听音量，不影响通道电平。 

 

 

性能规格 

通道数 10, 可切换 

监听输入 70-100V, 10kΩ 

监听输出 65dB   可调 

频响 100Hz-15kHz 

信噪比 80dB 

扬声器 内置 

保护 AC保险丝 

电源 AC220-240V/50-60Hz 

尺寸 485×88×375mm 

毛重 6.5kg 

净重 5.2kg 

性能规格如有改变恕不另行通知。 

 

 

 

 

 

 

 

 

 

注     意 

● 本设备的电源开关在“断”状态时，机器并未与电网电源完全断开，为安全起见，在不使用

本设备时，请将电源线插头拔出插座。 

● 本设备不能遭受水滴或水溅且不能将装满水的花瓶之类的物品放置在设备上。 

● 请勿随意打开机器盖板，以防触电。必要时须由有专业证书之专业人员进行修理。 

  DSPPA Acoustic Technology Co., Ltd.  

SMS-V1.0 


